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ELECTRONIC APPARATUS AND METHOD
OF PAIRING IN ELECTRONIC APPARATUS

CROSS-REFERENCE TO RELATED
APPLICATION(S)

This application claims the benefit under 35 U.S.C. §119
(a) of a Korean patent application filed on Jun. 19, 2014 in
the Korean Intellectual Property Office and assigned Serial
number 10-2014-0075103, the entire disclosure of which is
hereby incorporated by reference.

TECHNICAL FIELD

The present disclosure relates to an electronic apparatus
and a method of pairing by the electronic apparatus. More
particularly, the present disclosure relates to pairing another
electronic apparatus to the electronic apparatus based on an
apparatus identification (ID) and additional information.

BACKGROUND

With the development of mobile communication, users
are able to use portable electronic apparatuses, such as
portable terminals, smart phones, and wearable devices,
which can be easily carried by the user and have at least one
of a function of communication for transmitting and receiv-
ing voice and video data, a function of inputting and
outputting information, a function of storing data, and the
like.

These electronic apparatuses have adopted various addi-
tional functions, such as, for example, a function of pairing
with another electronic apparatus by using a wireless com-
munication technology.

For example, there are various types of pairing, such as
Wireless Fidelity (Wi-Fi) pairing, by which the electronic
apparatuses may communicate with each other by using
Wi-Fi modules, Bluetooth pairing, by which the electronic
apparatuses may communicate with each other by using
Bluetooth modules, hot-spot pairing and pairing by tether-
ing.

In general, in pairing, each electronic apparatus may
search for and display information regarding other electronic
apparatuses that can be paired (connected) therewith.

However, since these electronic apparatuses may search
for a multitude of electronic apparatuses while pairing, the
user may have a hard time recognizing the desired electronic
apparatus that he or she wishes to pair with.

Further, a user typically has several different electronic
apparatuses, such as portable terminals, smart phones and
wearable devices, such that many different services are
provided based on pairing between the electronic appara-
tuses. Accordingly, there is an increase in the number of
electronic apparatuses that the user may be searching for
when pairing. As such, it may be difficult for the user to
recognize the correct electronic apparatus that he or she
wishes to pair with among the multitude of electronic
apparatuses

The above information is presented as background infor-
mation only to assist with an understanding of the present
disclosure. No determination has been made, and no asser-
tion is made, as to whether any of the above might be
applicable as prior art with regard to the present disclosure.

SUMMARY

Aspects of the present disclosure are to address at least the
above-mentioned problems and/or disadvantages and to
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2

provide at least the advantages described below. Accord-
ingly, an aspect of the present disclosure is to provide an
electronic apparatus and a method of pairing by the elec-
tronic apparatus, by which an electronic apparatus to be
paired with may be correctly and quickly recognized in the
pairing between the electronic apparatuses.

Another aspect of the present disclosure is to provide an
electronic apparatus and a method of pairing by the elec-
tronic apparatus, by which an electronic apparatus to be
searched for may surely inform the searching electronic
apparatus that the searched-for electronic apparatus is to be
paired, and the searching electronic apparatus may surely
display which electronic apparatus is to be paired.

In accordance with an aspect of the present disclosure, an
electronic apparatus is provided. The electronic apparatus
includes a communication unit configured to transmit an
altered apparatus Identification (ID) and a controller con-
figured to detect a user’s action in a pairing mode of the
electronic apparatus, to determine additional information
according to the user’s action, and to transmit the altered
apparatus ID including an apparatus ID of the electronic
apparatus and the additional information to another elec-
tronic apparatus that can be paired with the electronic
apparatus.

In accordance with another aspect of the present disclo-
sure, an electronic apparatus is provided. The electronic
apparatus includes a communication unit configured to
receive an altered apparatus ID including an apparatus 1D
and additional information from another electronic appara-
tus that can be paired with the electronic apparatus, a
controller configured to determine a display method corre-
sponding to the additional information included in the
received altered apparatus ID in a pairing mode, to make the
additional information included in the altered apparatus ID
hidden and to display the apparatus ID according to the
determined display method, and a display unit configured to
display the apparatus ID according to the determined display
method.

In accordance with another aspect of the present disclo-
sure, a method of pairing an electronic apparatus and another
electronic apparatus is provided. The method includes
detecting, by the electronic apparatus, a user’s action in a
pairing mode of the electronic apparatus, determining addi-
tional information according to the user’s action, creating an
altered apparatus 1D that includes the additional information
and an apparatus 1D of the electronic apparatus, and trans-
mitting the altered apparatus ID to the other electronic
apparatus.

In accordance with another aspect of the present disclo-
sure, a method of pairing an electronic apparatus and another
electronic apparatus is provided. The method includes
receiving an altered apparatus ID that includes an apparatus
ID and additional information from the other electronic
apparatus, determining a display method corresponding to
the additional information included in the altered apparatus
ID, making the additional information included in the
altered apparatus ID hidden, and displaying the apparatus ID
according to the determined display method.

According to various embodiments of the present disclo-
sure, the electronic apparatus that is to be paired may be
displayed by a more effective user interface in the pairing
between the electronic apparatuses, so the user can surely
and quickly recognize the electronic apparatus that he or she
wishes to pair with.

Further, according to various embodiments of the present
disclosure, the electronic apparatus to be searched for may
transmit additional information to the searching electronic
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apparatus, so the searched-for electronic apparatus may
surely inform the searching electronic apparatus that the
searched-for electronic apparatus is the target to be paired,
and the searching electronic apparatus may surely display
which electronic apparatus is to be paired.

Other aspects, advantages, and salient features of the
disclosure will become apparent to those skilled in the art
from the following detailed description, which, taken in
conjunction with the annexed drawings, discloses various
embodiments of the present disclosure.

BRIEF DESCRIPTION OF THE DRAWINGS

The above and other aspects, features, and advantages of
certain embodiments of the present disclosure will be more
apparent from the following description taken in conjunction
with the accompanying drawings, in which:

FIG. 1is a view illustrating electronic apparatuses accord-
ing to an embodiment of the present disclosure;

FIG. 2 is a view illustrating a pairing operation between
electronic apparatuses according to an embodiment of the
present disclosure;

FIG. 3 is a block diagram of an electronic apparatus
according to an embodiment of the present disclosure;

FIG. 4 is a flowchart illustrating an operation of trans-
mitting an apparatus Identification (ID) for pairing by an
electronic apparatus according to an embodiment of the
present disclosure;

FIG. 5 is a flowchart illustrating an operation of trans-
mitting an apparatus ID for pairing by an electronic appa-
ratus according to an embodiment of the present disclosure;

FIG. 6 is a flowchart illustrating an operation of trans-
mitting an apparatus ID for pairing by an electronic appa-
ratus according to an embodiment of the present disclosure;

FIG. 7 is a flowchart illustrating an operation of display-
ing an apparatus 1D for pairing by an electronic apparatus
according to an embodiment of the present disclosure;

FIG. 8 is a view illustrating an image of displaying an
apparatus ID for pairing by an electronic apparatus accord-
ing to an embodiment of the present disclosure;

FIG. 9 is a view illustrating an image of displaying an
apparatus ID for pairing by an electronic apparatus accord-
ing to an embodiment of the present disclosure; and

FIG. 10 is a view illustrating an image of displaying an
apparatus ID for pairing by an electronic apparatus accord-
ing to an embodiment of the present disclosure.

Throughout the drawings, it should be noted that like
reference numbers are used to depict the same or similar
elements, features, and structures.

DETAILED DESCRIPTION

The following description with reference to the accom-
panying drawings is provided to assist in a comprehensive
understanding of various embodiments of the present dis-
closure as defined by the claims and their equivalents. It
includes various specific details to assist in that understand-
ing but these are to be regarded as merely exemplary.
Accordingly, those of ordinary skill in the art will recognize
that various changes and modifications of the various
embodiments described herein can be made without depart-
ing from the scope and spirit of the present disclosure. In
addition, descriptions of well-known functions and con-
structions may be omitted for clarity and conciseness.

The terms and words used in the following description
and claims are not limited to the bibliographical meanings,
but, are merely used by the inventor to enable a clear and
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consistent understanding of the present disclosure. Accord-
ingly, it should be apparent to those skilled in the art that the
following description of various embodiments of the present
disclosure is provided for illustration purpose only and not
for the purpose of limiting the present disclosure as defined
by the appended claims and their equivalents.

It is to be understood that the singular forms “a,” “an,”
and “the” include plural referents unless the context clearly
dictates otherwise. Thus, for example, reference to “a com-
ponent surface” includes reference to one or more of such
surfaces.

In the present disclosure, the expressions “include” and
“may include” may refer to an existence of a corresponding
function, operation, and/or element, and do not limit one or
more additional functions, operations, and/or elements. In
the present disclosure, the terms such as “include” and
“have” may be construed to denote a certain characteristic,
number, step, operation, constituent element, component
and/or a combination thereof, but may not be construed to
exclude the existence of or a possibility of an addition of one
or more other characteristics, numbers, steps, operations,
constituent elements, components and/or combinations
thereof.

The term “or” used in various embodiments of the present
disclosure includes any or all of combinations of listed
words. For example, the expression “A or B” may include A,
may include B, or may include both A and B.

In the present disclosure, expressions including ordinal
numbers, such as “first” and “second,” etc., may modify
various elements. However, such elements are not limited by
the above expressions. For example, the above expressions
do not limit the sequence and/or importance of the elements.
The above expressions may be used merely for the purpose
of distinguishing one element from the other elements. For
example, a first user device and a second user device
indicate different user devices although both of them are user
devices. For example, without departing from the scope of
the present disclosure, a first component element may be
named a second component element. Similarly, the second
component element also may be named the first component
element.

In a case where a component is referred to as being
“connected” or “accessed” to another component, it should
be understood that not only the component is directly
connected or accessed to the other component, but also,
there may exist another component between them. Mean-
while, in a case where a component is referred to as being
“directly connected” or “directly accessed” to other compo-
nent, it should be understood that there is no component
therebetween.

The terms used in various embodiments of the present
disclosure are merely used to exemplify a certain embodi-
ment and should not limit various embodiments of the
present disclosure.

Unless defined otherwise, all terms used herein, including
technical and scientific terms, have the same meanings as
commonly understood by those of skill in the art to which
the present disclosure pertains. Such terms as those defined
in a generally used dictionary are to be interpreted to have
the meanings equal to the contextual meanings in the
relevant field of art, and are not to be interpreted to have
ideal or excessively formal meanings unless clearly defined
in the present disclosure.

For example, the electronic device may include at least
one of a smart phone, a tablet Personal Computer (PC), a
mobile phone, a video phone, an e-book reader, a desktop
PC, a laptop PC, a netbook computer, a Personal Digital
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Assistant (PDA), a Portable Multimedia Player (PMP), an
MP3 player, a mobile medical device, a camera, a wearable
device (for example, a Head-Mounted-Device (HMD) such
as electronic glasses, electronic clothes, an electronic brace-
let, an electronic necklace, an electronic appcessory, an
electronic tattoo, and a smart watch).

According to various embodiments, the electronic device
may be a smart home appliance. The smart home appliances
may include at least one of, for example, a Televisions (TV),
a digital video disk (DVD) player, an audio player, a
refrigerator, an air conditioner, a cleaner, an oven, a micro-
wave, a washing machine, an air purifier, a set-top box, a TV
box (e.g., HomeSync™ of Samsung, Apple TV™, or
Google TV™), a game console, an electronic dictionary, an
electronic key, a camcorder, an electronic frame, and the
like.

According to various embodiments, the electronic device
may include at least one of various types of medical devices
(for example, Magnetic Resonance Angiography (MRA),
Magnetic Resonance Imaging (MRI), Computed Tomogra-
phy (CT), a scanning machine, ultrasonic wave device and
the like), a navigation device, a Global Positioning System
(GPS) receiver, an Event Data Recorder (EDR), a Flight
Data Recorder (FDR), a car infotainment device, electronic
nautical equipment (for example, navigation equipment for
a ship, a gyro compass and the like), avionics, a security
device, and an industrial or home robot.

In accordance with various embodiments, the electronic
device may include at least one piece of furniture or a part
of a building/structure, an electronic board, an electronic
signature receiving device, a projector, and/or various types
of measuring equipment (e.g., equipment for water supply
measurement, electricity measurement, gas measurement
and/or radio measurement). An electronic device according
to various embodiments of the present disclosure may be a
combination of one or more of above described various
devices. Further, it is apparent to those skilled in the art that
the electronic device according to the various embodiments
of'the present disclosure is not limited to the aforementioned
devices.

FIGS. 1 through 10, discussed below, and the various
embodiments used to describe the principles of the present
disclosure in this patent document are by way of illustration
only and should not be construed in any way that would limit
the scope of the disclosure. Those skilled in the art will
understand that the principles of the present disclosure may
be implemented in any suitably arranged communications
system. The terms used to describe various embodiments are
exemplary. It should be understood that these are provided
to merely aid the understanding of the description, and that
their use and definitions in no way limit the scope of the
present disclosure. Terms first, second, and the like are used
to differentiate between objects having the same terminol-
ogy and are in no way intended to represent a chronological
order, unless where explicitly stated otherwise. A set is
defined as a non-empty set including at least one element.

FIG. 1is a view illustrating electronic apparatuses accord-
ing to an embodiment of the present disclosure.

Referring to FIG. 1, a first electronic apparatus 100a and
a second electronic apparatus 1006 are illustrated, where the
first and second electronic apparatuses 100a and 1006 may
perform a pairing operation by using a wireless communi-
cation method. According to various embodiments of the
present disclosure, the wireless communication method may
include a Bluetooth communication method, a Wireless
Fidelity (Wi-Fi) direct communication method, a hot-spot
communication method, a tethering communication method,
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and the like. Furthermore, any communication method that
allows the electronic apparatuses 100a and 1005 to pair with
each other may be used. According to an embodiment of the
present disclosure, the pairing between the first electronic
apparatus 100a and the second electronic apparatus 1005
may include pairing between smart phones, pairing between
a wearable device and a smart phone and pairing between
wearable devices, and may include pairing in various forms
by which the electronic apparatuses 100a and 1005 may be
paired with each other.

FIG. 2 is a view illustrating a pairing operation between
electronic apparatuses according to an embodiment of the
present disclosure.

Referring to FIG. 2, a first electronic apparatus 100a and
a second electronic apparatus 1006 are illustrated, where the
first and second electronic apparatuses 100a and 1005 may
enter into a pairing mode in operation 202 and operation
204, respectively. According to an embodiment of the pres-
ent disclosure, the first electronic apparatus 100a and the
second electronic apparatus 1005 may be paired with each
other by using a wireless communication method according
to a user’s request for pairing. According to various embodi-
ments of the present disclosure, the wireless communication
method may include a Bluetooth communication method, a
Wi-Fi-direct communication method, a hot-spot communi-
cation method, a tethering communication method, and the
like.

The first electronic apparatus 100a may detect a user’s
action that requests the pairing in operation 206 after entry
into a pairing mode. According to an embodiment of the
present disclosure, the user’s action may include an action
by which the user shakes the first electronic apparatus 100a,
an action by which the user taps a microphone of the first
electronic apparatus 100q, and/or an action by which the
user presses one of a button and a key of the first electronic
apparatus 100a. When the user’s action is detected, the first
electronic apparatus 100a may create an altered apparatus
Identification (ID) that includes additional information (re-
ferred to as a “hidden ID”) according to the user’s action and
the apparatus ID in operation 210.

According to an embodiment of the present disclosure,
the apparatus ID may be information for identifying the first
electronic apparatus 100a. According to an embodiment of
the present disclosure, the apparatus ID may be an apparatus
name, an apparatus type, and/or an apparatus model name
corresponding to the first electronic apparatus 100a. Accord-
ing to an embodiment of the present disclosure, the appa-
ratus ID may be predefined by the user.

According to an embodiment of the present disclosure, in
a case of the user’s action by which the user shakes the first
electronic apparatus 100q, the additional information
according to the user’s action may be determined by how
long the first electronic apparatus 100qa is shaken, by how
strong the first electronic apparatus 100a is shaken, and/or
by how many times the first electronic apparatus 100a is
shaken.

According to an embodiment of the present disclosure, in
a case of the user’s action by which the user taps the
microphone of the first electronic apparatus 100a, the addi-
tional information according to the user’s action may be
determined by how strong the user taps the microphone,
and/or by how many times the user taps the microphone.

According to an embodiment of the present disclosure, in
a case of the user’s action by which the user presses one of
a button and a key of the first electronic apparatus 100a, the
additional information according to the user’s action may be
determined by how long the user presses the one of the
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button and the key, and/or by how many times the user
presses the one of the button and the key. The first electronic
apparatus 100a may transmit the altered apparatus ID in
operation 212.

Meanwhile, the second electronic apparatus 1005 may
search for other electronic apparatuses that are connectable
in operation 208 after entry into the pairing mode. With the
search for the electronic apparatuses that can be connected
(paired), the second electronic apparatus 1005 may receive
the apparatus IDs or the altered apparatus IDs from other
electronic apparatuses. According to an embodiment of the
present disclosure, the second electronic apparatus 1005
may receive the altered apparatus ID from the first electronic
apparatus 100a.

When the altered apparatus 1D is received from the first
electronic apparatus 100q, the second electronic apparatus
1005 may determine additional information included in the
altered apparatus ID in operation 214. According to an
embodiment of the present disclosure, the second electronic
apparatus 1005 may determine how strong the first elec-
tronic apparatus 100a has been shaken or how many times
the first electronic apparatus 1004 has been shaken, based on
the additional information included in the altered apparatus
ID. According to an embodiment of the present disclosure,
the second electronic apparatus 1005 may determine how
strongly the user has tapped the microphone of the first
electronic apparatus 100a and/or how many times the user
has tapped the microphone of the first electronic apparatus
100a, based on the additional information included in the
altered apparatus ID. According to an embodiment of the
present disclosure, the second electronic apparatus 1005
may determine how long the user has pressed the button
and/or the key of the first electronic apparatus 100a or how
many times the user has pressed the button and/or the key of
the first electronic apparatus 100a, based on the additional
information included in the altered apparatus 1D.

The second electronic apparatus 1006 may display the
apparatus ID according to the display method corresponding
to the additional information included in the altered appa-
ratus ID in operation 216. According to an embodiment of
the present disclosure, the apparatus ID may be displayed to
be highlighted darker, may be displayed to be shaken more,
and/or may be displayed such that a text size of the apparatus
1D increases in proportion to an intensity and/or a number of
times of shaking the first electronic apparatus 100aq, an
intensity and/or a number of times of tapping on the micro-
phone of the first electronic apparatus 100q, and/or a dura-
tion or a number of times of pressing of the button and/or the
key of the first electronic apparatus 100a.

FIG. 3 is a block diagram of an electronic apparatus
according to an embodiment of the present disclosure.

Referring to FIG. 3, an electronic apparatus 100 is illus-
trated, where the electronic apparatus 100 may include a
controller 110, a communication unit 120, a memory 130, an
input/output unit 140, a display unit 150 and a sensor unit
160.

The controller 110 may include a Central Processing Unit
(CPU) 111, a Read-Only Memory (ROM) 112 that stores
control programs for controlling the electronic apparatus
100 and a Random Access Memory (RAM) 113 that stores
signals or data input from outside of the electronic device
100 or that is used as a storage area for operations of the
electronic apparatus 100. The CPU 111 may include a single
core, a dual core, a triple core or a quadruple core. The CPU
111, the ROM 112 and the RAM 113 may be connected with
each other through an internal bus. The controller 110 may
control the communication unit 120, the memory 130, the
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input/output unit 140, the display unit 150 and the sensor
unit 160. According to an embodiment of the present dis-
closure, the controller 110 may detect the user’s action in the
pairing mode to thereby determine the additional informa-
tion according to the user’s action, and may control to
transmit the altered apparatus ID including the apparatus 1D
of the electronic apparatus and the additional information to
other electronic apparatuses that can be paired with the
electronic apparatus. According to an embodiment of the
present disclosure, the controller 110 may determine the
display method corresponding to the received additional
information included in the altered apparatus ID in the
pairing mode, and may control to make the additional
information included in the altered apparatus ID hidden and
display the apparatus ID by the determined display method.

The communication unit 120 may allow the electronic
apparatus 100 to communicate with external apparatuses by
using at least one or more antennas (not shown) through at
least one or more communication modules under the control
of the controller 110. The communication module 120 may
include a mobile communication module 122, a Wi-Fi
module 124, a Bluetooth module 126, and the like. The
mobile communication module 122 may transmit and/or
receive wireless signals for voice calls, video calls, short
message services and/or multimedia message services to
and/or from mobile phones (not shown), smart phones (not
shown), tablet PCs and/or other devices (not shown), which
have telephone numbers entered in the electronic apparatus
100. The Wi-Fi module 124 may be connected to the Internet
in an area where an access point (AP) (not shown) is
provided under the control of the controller 110. In addition,
the Wi-Fi module 124 may be connected (paired) with the
other electronic apparatus’ by a Wi-Fi direct communication
method, by a hot-spot communication method and/or a
tethering communication method under the control of the
controller 110. The Wi-Fi module 124 may support a wire-
less Local Area Network (LAN) standard “IEEE802.11x” of
the Institute of Electrical and Electronics Engineers (IEEE).
The Bluetooth module 126 may make Bluetooth communi-
cation between the electronic apparatus 100 and an image
formation apparatus (not shown) in wireless communication
according to the control of the controller 110. The Bluetooth
module 126 may be connected (paired) with the other
electronic apparatus by a Bluetooth communication method
according to the control of the controller 110. The commu-
nication unit 120 may include an Infrared Data Association
(IrDA) module and a Near Field Communication (NFC)
module as well as the above communication modules.

The memory 130 may store signals and input/output data
corresponding to the operations of the communication unit
120, the input/output unit 140, the display unit 150 and the
sensor unit 160 under the control of the controller 110. The
memory 130 may store a plurality of programs for the
control of the electronic apparatus 100 or the controller 110
and a plurality of applications.

The “memory” may be construed to encompass the
memory 130, the ROM 112 and RAM 113 in the controller
110, and/or memory cards (e.g., Secure Digital (SD) cards or
memory sticks)(not shown) installed in the electronic appa-
ratus 100. The memory may include non-volatile memories,
volatile memories, hard disk drives (HDDs) or solid-state
drives (SSDs).

In addition, the memory 130 may store applications for
various functions, such as navigation, video calls, games and
time based alarm applications, images for providing graphic
user interfaces (GUIs) related thereto, user information,
documents, a database or data related to processing touch



US 9,426,606 B2

9

inputs, background images (e.g., a menu image, a stand-by
image, and the like) required to operate the electronic
apparatus 100, and/or operating programs. The memory 130
may be a machine-readable (e.g., non-transitory computer-
readable) medium which refers to a medium that provides
data to the machine for executing a specific function. The
machine-readable medium may be storage medium. The
memory 130 may include a non-volatile medium and a
volatile medium. The medium shall be tangible so that
instructions transferred by the medium may be detected by
a physical mechanism that reads the instructions by the
machine.

The machine-readable medium may include floppy disks,
flexible disks, hard disks, magnetic tapes, compact disc
read-only memories (CD-ROMs), optical discs, punch
cards, paper tapes, RAMs, Programmable Read-Only
Memories (PROMs), Erasable PROMs (EPROMs) and
Flash-EPROMs, but may not be limited thereto.

The input/output unit 140 may include at least one of
buttons 142, a microphone 144, a speaker 146 and an input
unit 148. The input/output unit 140 is not limited to the
above elements, and it may provide a cursor control, such as
amouse, a track ball, a joy stick and/or cursor direction keys,
for controlling movement of a cursor on the display unit 150.

The buttons 142 may be formed on a front, a side and/or
a back surface of a housing of the electronic apparatus 100,
and may include at least one of a power/lock button, a
volume button, a menu button, a home button, a back button,
and a search button. According to an embodiment of the
present disclosure, the buttons 142 may include a pairing
request button, and an input signal may be provided to the
controller 110 upon the press of the pairing request button by
the user. According to an embodiment of the present dis-
closure, the buttons 142 may be implemented in the form of
soft keys through a display means, such as a touch screen.

The microphone 144 may receive an input of a voice or
sound and create electrical signals under the control of the
controller 110.

The speaker 146 may output sound corresponding to
various sound signals (e.g., wireless signals, digital audio
files, digital movie files, and the like) from various compo-
nents, such as the communication unit 120 and the sensor
unit 160, to the outside of the electronic apparatus 100 under
the control of the controller 110. One or more speakers 146
may be provided on the appropriate positions of the housing
of the electronic apparatus 100. According to an embodi-
ment of the present disclosure, the input/output unit 140 may
output a sound signal by the user’s tapping on the micro-
phone 144 to the controller 110.

The input unit 148 may be kept inside the electronic
apparatus 100, and may be drawn or detached from the
electronic apparatus 100 for use. An attachment/detachment
sensing switch that operates in response to attachment and
detachment of the input unit 148 may be provided on a
specific area inside the terminal 100 where the input unit 148
is inserted, and may provide signals corresponding to the
attachment and detachment of the input unit 148 to the
controller 110. The attachment/detachment sensing switch
may be provided on a specific area where the input unit 148
is inserted to contact with the input unit 148 directly or
indirectly when the input unit 148 is attached. Accordingly,
the attachment/detachment sensing switch may create sig-
nals corresponding to the attachment or detachment of the
input unit 148 based on the direct or indirect contact with the
input unit 148 and provide the same to the controller 110.

The display unit 150 may be a touch screen. The touch
screen 150 may receive at least one input of a user’s gestures
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through a user’s body (e.g., fingers including an index
finger) and/or a touchable input means (e.g., a stylus, a pen,
and/or an electronic pen). Further, the touch screen 150 may
include a pen recognition panel that recognizes inputs of
pens, such as the stylus pen or the electronic pen, and the pen
recognition panel may detect a distance between the pen and
the touch screen 150 by a magnetic field. Furthermore, the
touch screen 150 may receive an input of continuous move-
ment of at least one touch as the user’s gesture. The touch
screen 150 may transmit analog signals corresponding to the
input user’s gestures. This touch screen 150 may be imple-
mented by, for example, a resistive type touch screen, a
capacitive type touch screen, an infrared type touch screen,
and/or an acoustic wave type touch screen.

More specifically, the touch screen 150 may be formed in
a layered structure of a panel that detects the input by the
fingers or the input unit 148 through the change in the
induced electromotive force and a panel that detects contacts
with the touch screen 150 by the fingers or the input unit
148, which are spaced a predetermined distance from each
other or contact with each other. The touch screen 150 has
a plurality of pixels and displays images through the pixels.
The touch screen 150 may adopt Liquid Crystal Displays
(LCDs), Organic Light Emitting Diodes (OLEDs), LEDs,
and the like.

The sensor unit 160 may include at least one sensor that
detects the status of the electronic apparatus 100. For
example, the sensor unit 160 may include an acceleration
sensor that detects the action (e.g., a rotation of the elec-
tronic apparatus 100, an acceleration acting on the electronic
apparatus 100 and/or a vibration) of the electronic apparatus
100, a geo-magnetic sensor that detects the point of the
compass by using an Earth magnetic field, and/or a gyro-
sensor that detects angular velocity of the electronic appa-
ratus 100. At least one sensor may detect the status of the
electronic apparatus and create a signal corresponding to the
detection to be thereby transmitted to the controller 110.
According to an embodiment of the present disclosure, the
acceleration sensor of the sensor unit 160 may provide a
signal corresponding to the shaking of the electronic appa-
ratus 100 by the user to the controller 110.

According to various embodiments of the present disclo-
sure, the electronic apparatus 100 may transmit the appara-
tus 1D for the pairing and receive the same to be displayed
for the pairing.

FIG. 4 is a flowchart illustrating an operation of trans-
mitting an apparatus ID for pairing by an electronic appa-
ratus according to an embodiment of the present disclosure.

Referring to FIG. 4, a flowchart is illustrated, where the
electronic apparatus 100, as illustrated in FIG. 3, may enter
into a pairing mode in operation 402. According to an
embodiment of the present disclosure, the electronic appa-
ratus 100 may perform the pairing by a wireless communi-
cation method according to the user’s request for the pairing.
According to various embodiments of the present disclosure,
the wireless communication method may include a Blu-
etooth communication method, a Wi-Fi direct communica-
tion method, a hot-spot communication method, a tethering
communication method, and the like.

After the entry into the pairing mode, the electronic
apparatus 100 may determine whether a shaking of the
electronic apparatus is detected in operation 404. According
to an embodiment of the present disclosure, the electronic
apparatus 100 may detect the shaking of the electronic
apparatus due to the user’s action of shaking the electronic
apparatus 100 by using an acceleration sensor of the sensor
unit 160 as illustrated in FIG. 3. According to an embodi-
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ment of the present disclosure, the electronic apparatus 100
may detect the duration, the number of times and/or the
intensity of the shaking of the electronic apparatus.

If the shaking of the electronic apparatus is not detected,
the electronic apparatus 100 may transmit the apparatus 1D
of the electronic apparatus 100 in operation 406. The appa-
ratus ID may be received by the other electronic apparatus
that is to be paired. The apparatus ID may be information for
identifying the electronic apparatus 100. According to an
embodiment of the present disclosure, the apparatus ID may
be an apparatus name, an apparatus type, and/or an appara-
tus model name corresponding to the electronic apparatus
100.

If the shaking of the electronic apparatus is detected, the
electronic apparatus 100 may determine the additional infor-
mation according to the detection of the shaking in operation
408. According to an embodiment of the present disclosure,
the electronic apparatus 100 may determine the additional
information based on a duration, a number of times and/or
an intensity of the shaking of the electronic apparatus 100.

For example, if the shaking of the electronic apparatus
lasts for one second, the electronic apparatus 100 may
determine the additional information corresponding to one
second, and if the shaking of the electronic apparatus lasts
for two seconds, the electronic apparatus 100 may determine
the additional information corresponding to two seconds.
Further, if the electronic apparatus has been shaken once, the
electronic apparatus 100 may determine the additional infor-
mation corresponding to one shake, and if the electronic
apparatus has been shaken twice, the electronic apparatus
100 may determine the additional information correspond-
ing to two shakes. Furthermore, if the intensity of the
shaking of the electronic apparatus is at a first level, the
electronic apparatus 100 may determine the additional infor-
mation corresponding to the first level, and if the intensity of
the shaking of the electronic apparatus is at a second level,
the electronic apparatus 100 may determine the additional
information corresponding to the second level. At this time,
a maximum number of times of the shaking to be counted
and the levels of the intensity of the shaking to be deter-
mined may be pre-defined.

The electronic apparatus 100 may create an altered appa-
ratus 1D that includes the apparatus ID and the additional
information in operation 410. According to an embodiment
of'the present disclosure, if the apparatus ID of the electronic
apparatus 100 is “S285” and the shaking of the electronic
apparatus lasts for one second, then the electronic apparatus
100 may create the altered apparatus ID “S285*1” which
includes the additional information of “*1”. Further, if the
shaking of the electronic apparatus lasts for two seconds,
then the electronic apparatus 100 may create the altered
apparatus 1D “S285%2” which includes the additional infor-
mation of “*2”. Furthermore, if the shaking of the electronic
apparatus lasts for three seconds, then the electronic appa-
ratus 100 may create the altered apparatus ID “S285%3”
which includes the additional information of “*3”. Mean-
while, the electronic apparatus 100 may create the altered
apparatus ID that includes the additional information regard-
ing the number of times of the shaking and the intensity of
the shaking.

The electronic apparatus 100 may transmit the altered
apparatus 1D to the other electronic apparatus that can be
paired in operation 412.

FIG. 5 is a flowchart illustrating an operation of trans-
mitting an apparatus ID for pairing by an electronic appa-
ratus according to an embodiment of the present disclosure.
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Referring to FIG. 5, a flowchart is illustrated, where the
electronic apparatus 100, as illustrated in FIG. 3, may enter
into a pairing mode in operation 502. According to an
embodiment of the present disclosure, the electronic appa-
ratus 100 may perform the pairing by using a wireless
communication method according to the user’s request for
the pairing. According to various embodiments of the pres-
ent disclosure, the wireless communication method may
include a Bluetooth communication method, a Wi-Fi direct
communication method, a hot-spot communication method,
a tethering communication method, and the like.

After the entry into the pairing mode, the electronic
apparatus 100 may determine whether tapping on the micro-
phone is detected in operation 504. According to an embodi-
ment of the present disclosure, the electronic apparatus 100
may analyze a sound signal input through the microphone
144, as illustrated in FIG. 3, to thereby detect the tapping on
the microphone 144. For example, the electronic apparatus
100 may detect the tapping on the microphone 144, a
number of times of the tapping on the microphone 144,
and/or an intensity of the tapping on the microphone 144.

If the tapping on the microphone 144 is not detected, the
electronic apparatus 100 may transmit the apparatus ID of
the electronic apparatus 100 in operation 506. The apparatus
ID may be received by the other electronic apparatus that is
to be paired. The apparatus ID may be information for
identifying the electronic apparatus 100. According to an
embodiment of the present disclosure, the apparatus ID may
be an apparatus name, an apparatus type, and/or an appara-
tus model name corresponding to the electronic apparatus
100.

If the tapping on the microphone 144 is detected, the
electronic apparatus 100 may determine the additional infor-
mation according to the detection of the tapping on the
microphone 144 in operation 508. According to an embodi-
ment of the present disclosure, the electronic apparatus 100
may determine the additional information for the tapping on
the microphone 144, the number of times of the tapping on
the microphone 144, and/or the intensity of the tapping on
the microphone 144. For example, if the microphone 144
has been tapped once, the electronic apparatus 100 may
determine the additional information corresponding to one
tap, and if the microphone 144 has been tapped twice, the
electronic apparatus 100 may determine the additional infor-
mation corresponding to two taps. Further, if the intensity of
the tapping on the microphone 144 is at a first level, the
electronic apparatus 100 may determine the additional infor-
mation corresponding to the first level, and if the intensity of
the tapping on the microphone 144 is at a second level, the
electronic apparatus 100 may determine the additional infor-
mation corresponding to the second level. At this time, a
maximum number of times of the tapping to be counted and
the levels of the intensity of the tapping to be determined
may be pre-defined.

The electronic apparatus 100 may create an altered appa-
ratus 1D that includes the apparatus ID and the additional
information in operation 510. According to an embodiment
of'the present disclosure, if the apparatus ID of the electronic
apparatus 100 is “S286” and the microphone 144 has been
tapped once, then the electronic apparatus 100 may create
the altered apparatus ID “S286*1” which includes the addi-
tional information of “*1”. Further, if the microphone 144
has been tapped twice, the electronic apparatus 100 may
create the altered apparatus ID “S286%2” which includes the
additional information of “*2”. Furthermore, if the micro-
phone 144 has been tapped three times, the electronic
apparatus 100 may create the altered apparatus 1D “S286*3”



US 9,426,606 B2

13

which includes the additional information of “*3”. Mean-
while, the electronic apparatus may create the altered appa-
ratus 1D that includes the additional information on the
intensity of the tapping on the microphone 144.

The electronic apparatus 100 may transmit the altered
apparatus 1D to the other electronic apparatus that can be
paired in operation 512.

FIG. 6 is a flowchart illustrating an operation of trans-
mitting an apparatus ID for pairing by an electronic appa-
ratus according to an embodiment of the present disclosure.

Referring to FIG. 6, a flowchart is illustrated, where the
electronic apparatus 100, as illustrated in FIG. 3, may enter
into a pairing mode in operation 602. According to an
embodiment of the present disclosure, the electronic appa-
ratus 100 may perform the pairing by a wireless communi-
cation method according to the user’s request for the pairing.
According to various embodiments of the present disclosure,
the wireless communication method may include a Blu-
etooth communication method, a Wi-Fi direct communica-
tion method, a hot-spot communication method, a tethering
communication method, and the like.

After the entry into the pairing mode, the electronic
apparatus 100 may determine whether a button (or key)
input is detected in operation 604. According to an embodi-
ment of the present disclosure, the electronic apparatus 100
may detect the input according to a duration of the pressing
of one of the buttons 142, as illustrated in FIG. 3, and a
number of times of pressing one of the buttons.

If the input of one of the buttons 142 is not detected, the
electronic apparatus 100 may transmit the apparatus 1D of
the electronic apparatus 100 in operation 606. The apparatus
1D may be received by the other electronic apparatus that is
to be paired. The apparatus ID may be information for
identifying the electronic apparatus 100. According to an
embodiment of the present disclosure, the apparatus ID may
be an apparatus name, an apparatus type, and/or an appara-
tus model name corresponding to the electronic apparatus
100.

If the button input is detected, the electronic apparatus
100 may determine the additional information according to
the detection of the button input in operation 608. According
to an embodiment of the present disclosure, the electronic
apparatus 100 may determine the additional information on
each of a duration of pressing one of the buttons 142 and a
number of times of pressing one of the buttons 142. For
example, if the pressing of the button lasts for one second,
the electronic apparatus 100 may determine the additional
information corresponding to one second, and if the pressing
of the button lasts for two seconds, the electronic apparatus
100 may determine the additional information correspond-
ing to two seconds. Further, if the button has been pressed
once, the electronic apparatus 100 may determine the addi-
tional information corresponding to one press, and if the
button has been pressed twice, the electronic apparatus 100
may determine the additional information corresponding to
two presses.

The electronic apparatus 100 may create an altered appa-
ratus 1D that includes the apparatus ID and the additional
information in operation 610. According to an embodiment
of'the present disclosure, if the apparatus ID of the electronic
apparatus 100 is “S287” and the button press lasts for one
second, then the electronic apparatus 100 may create the
altered apparatus ID “S287%1” which includes the additional
information of “*1”. Further, if the button press lasts for two
seconds, the electronic apparatus 100 may create the altered
apparatus 1D “S287%2” which includes the additional infor-
mation of “*2”.
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The electronic apparatus 100 may transmit the altered
apparatus 1D to the other electronic apparatus that can be
paired in operation 612.

According to various embodiments of the present disclo-
sure, the electronic apparatus 100 may receive and display
the apparatus ID or the altered apparatus ID in pairing.

FIG. 7 is a flowchart illustrating an operation of display-
ing an apparatus 1D for pairing by an electronic apparatus
according to an embodiment of the present disclosure.

Referring to FIG. 7, a flowchart is illustrated, where the
electronic apparatus 100, as illustrated in FIG. 3, may enter
into a pairing mode in operation 702. According to an
embodiment of the present disclosure, the electronic appa-
ratus 100 may perform the pairing by a wireless communi-
cation method according to the user’s request for the pairing.
According to various embodiments of the present disclosure,
the wireless communication method may include a Blu-
etooth communication method, a Wi-Fi direct communica-
tion method, a hot-spot communication method, a tethering
communication method, and the like.

The electronic apparatus 100 may search for other appa-
ratuses in operation 704. According to an embodiment of the
present disclosure, the electronic apparatus 100 may search
for pairing requesting electronic apparatuses that request the
connection (pairing).

As the result of the search, the electronic apparatus 100
may receive apparatus ID from the pairing requesting elec-
tronic apparatus in operation 706.

The electronic apparatus 100 may determine whether the
received apparatus ID is the altered apparatus ID in opera-
tion 708. If the received apparatus ID is not the altered
apparatus 1D, the electronic apparatus 100 may display the
apparatus ID by a predetermined method, i.e., the normal
display method in operation 710.

If the received apparatus ID is the altered apparatus 1D,
the electronic apparatus 100 may determine the additional
information included in the altered apparatus ID in operation
712. According to an embodiment of the present disclosure,
when the altered apparatus ID of “SVH-E250S(8888)*1” is
received, the electronic apparatus may determine that
“SVH-E250S(8888)” is the apparatus ID and “*1” is the
additional information.

The electronic apparatus 100 may determine the display
method corresponding to the additional information in
operation 714. According to an embodiment of the present
disclosure, based on the additional information, the elec-
tronic apparatus 100 may determine how strong and how
many times the pairing requesting electronic apparatus cor-
responding to the apparatus ID has been shaken, and may
determine the display method corresponding thereto.
According to an embodiment of the present disclosure,
based on the additional information, the electronic apparatus
100 may determine how strong and how many times the
microphone of the pairing requesting electronic apparatus
corresponding to the apparatus ID has been tapped, and may
determine the display method corresponding thereto.
According to an embodiment of the present disclosure,
based on the additional information, the electronic apparatus
100 may determine how long and how many times the
button and/or key of the pairing requesting electronic appa-
ratus corresponding to the apparatus ID has been pressed,
and may determine the display method corresponding
thereto.

The electronic apparatus 100 may make the additional
information hidden and display the apparatus ID by the
determined method in operation 416. According to an
embodiment of the present disclosure, the apparatus ID may
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be displayed to be highlighted darker, or may be displayed
to shake more, or may be displayed such that the text size of
the apparatus ID increases, proportional to the intensity or
the number of times of the shaking of the pairing requesting
electronic apparatus corresponding to the apparatus ID, the
intensity or the number of times of the tapping on the
microphone of the electronic apparatus requesting the pair-
ing and corresponding to the apparatus ID, and/or the
duration or the number of times of the pressing of the button
and/or key of the electronic apparatus requesting the pairing
and corresponding to the apparatus ID.

FIG. 8 is a view illustrating an image of displaying an
apparatus ID for pairing by an electronic apparatus accord-
ing to the first embodiment of the present disclosure.

Referring to FIG. 8, an apparatus ID list image 800
displayed by the display unit 150 of the electronic apparatus
100, as illustrated in FIG. 3, is illustrated, where the appa-
ratus ID list image 800 includes apparatus IDs of searched
electronic apparatuses that can be paired.

According to an embodiment of the present disclosure,
the electronic apparatus 100 may receive an apparatus 1D of
“GALAXY Gear(5285)” that does not include additional
information from the electronic apparatus having the appa-
ratus ID corresponding to “GALAXY Gear(5285)”, and then
may receive an altered apparatus ID of “GALAXY Gear
(5285)*1” after one second, an altered apparatus ID of
“GALAXY Gear(5285)*2” after two seconds, and an altered
apparatus ID of “GALAXY Gear(5285)*3” after three sec-
onds, respectively, depending on the duration of a shaking of
the electronic apparatus having the apparatus ID correspond-
ing to “GALAXY Gear(5285)”.

When the apparatus ID of “GALAXY Gear(5285)” that
does not include the additional information is received, the
electronic apparatus 100 may display “GALAXY Gear
(5285)” 810 on the apparatus ID list image 800. When the
altered apparatus 1D of “GALAXY Gear(5285)*1” is
received, the electronic apparatus 100 may make “*1”
hidden and display the apparatus ID of “GALAXY Gear
(5285)” 820 that is highlighted at a first level on the
apparatus 1D list image 800. When the altered apparatus ID
of “GALAXY Gear(5285)*2” is received, the electronic
apparatus 100 may make “*2” hidden and display the
apparatus 1D of “GALAXY Gear(5285)” 830 that is high-
lighted at a second level. When the altered apparatus 1D of
“GALAXY Gear(5285)*3” is received, the electronic appa-
ratus 100 may make “*3” hidden and display the apparatus
1D of “GALAXY Gear(5285)” 840 that is highlighted at a
third level.

FIG. 9 is a view illustrating an image of displaying an
apparatus ID for pairing by an electronic apparatus accord-
ing to an embodiment of the present disclosure.

Referring to FIG. 9, an apparatus ID list image 900
displayed by the display unit 150 of the electronic apparatus
100, as illustrated in FIG. 3, is illustrated, where the appa-
ratus ID list image 900 includes apparatus IDs of searched
electronic apparatuses that can be paired.

According to an embodiment of the present disclosure,
the electronic apparatus 100 may receive an apparatus 1D of
“GALAXY Gear(5285)” that does not include additional
information from the electronic apparatus having the appa-
ratus ID corresponding to “GALAXY Gear(5285)”, and then
may receive an altered apparatus ID of “GALAXY Gear
(5285)*1”, “GALAXY Gear(5285)*2”, or “GALAXY Gear
(5285)*3” depending on an intensity of shaking the elec-
tronic apparatus having the apparatus ID corresponding to
“GALAXY Gear(5285)”.
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When the apparatus ID of “GALAXY Gear (5285)” that
does not include the additional information is received, the
electronic apparatus 100 may display “GALAXY Gear
(5285)” 910 on the apparatus ID list image 900. When the
altered apparatus ID of “GALAXY Gear (5285)*1”, “GAL-
AXY Gear(5285)*2” or “GALAXY Gear(5285)*3” is
received, the electronic apparatus 100 may make “*1”, “*2”
or “*3” hidden and display the apparatus ID of “GALAXY
Gear(5285)” 920 that has been processed to shake at a first
level, a second level or a third level.

FIG. 10 is a view illustrating an image of displaying an
apparatus ID for pairing by an electronic apparatus accord-
ing to an embodiment of the present disclosure.

Referring to FIG. 10, an apparatus ID list image 1000
displayed by the display unit 150 of the electronic apparatus
100, as illustrated in FIG. 3, is illustrated, where the appa-
ratus ID list image 1000 includes apparatus IDs of searched
electronic apparatuses that can be paired.

According to an embodiment of the present disclosure,
the electronic apparatus 100 may receive an apparatus 1D of
“GALAXY Gear(5285)” that does not include additional
information from the electronic apparatus having the appa-
ratus ID corresponding to “GALAXY Gear(5285)”, and then
may receive an altered apparatus ID of “GALAXY Gear
(5285)*1”, “GALAXY Gear(5285)*2”, or “GALAXY Gear
(5285)*3”, depending on an intensity of shaking the elec-
tronic apparatus having the apparatus ID corresponding to
“GALAXY Gear(5285)”.

When the apparatus 1D of “GALAXY Gear(5285)” that
does not include the additional information is received, the
electronic apparatus 100 may display “GALAXY Gear
(5285)” 1010 on the apparatus ID list image 1000. When the
altered apparatus ID of “GALAXY Gear(5285)*1” or
“GALAXY Gear(5285)*2” is received, the electronic appa-
ratus 100 may make “*1” or “*2” hidden and display the
apparatus ID of “GALAXY Gear(5285)” 1020 that has been
enlarged to a first size level or the apparatus 1D of “GAL-
AXY Gear(5285)” 1030 that has been enlarged to a second
size level on the apparatus ID list image 1000.

The described component elements of an electronic
device according to various embodiments of the present
disclosure may be formed of one or more components, and
a name of a corresponding component element may be
changed based on a type of electronic device. An electronic
device according to various embodiments of the present
disclosure may be formed to include at least one of the
described component elements, and a few component ele-
ments may be omitted or additional component elements
may be further included. Furthermore, some of the elements
of the electronic device according to the various embodi-
ments of the present disclosure may be combined to form a
single entity, and thus, may equivalently execute functions
of the corresponding elements prior to the combination.

The “module” used in various embodiments of the present
disclosure may refer to, for example, a “unit” including one
of hardware, software, and firmware, or a combination of
two or more of the hardware, software, and firmware. The
“module” may be interchangeable with a term, such as a
unit, a logic, a logical block, a component, or a circuit. The
“module” may be a minimum unit of an integrated compo-
nent element or a part thereof. The “module” may be a
minimum unit for performing one or more functions or a part
thereof. The “module” may be mechanically or electroni-
cally implemented. For example, the “module” according to
various embodiments of the present disclosure may include
at least one of an Application-Specific Integrated Circuit
(ASIC) chip, a Field-Programmable Gate Arrays (FPGAs),
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and a programmable-logic device for performing operations
which have been known or are to be developed hereafter.

According to various embodiments, at least part of a
device (for example, modules or functions thereof) or a
method (for example, operations) according to the various
embodiments of the present disclosure may be embodied by,
for example, an instruction stored in a non-transitory com-
puter-readable storage medium provided in a form of a
programming module. When the instruction is performed by
at least one processor (for example, the CPU 110 as illus-
trated in FIG. 3), the at least one processor may perform a
function corresponding to the instruction. The non-transitory
computer-readable storage medium may be, for example, the
memory 130 as illustrated in FIG. 3. At least some of the
programming modules may be implemented (for example,
executed) by, for example, the CPU 110. At least a part of
the programming module may include, for example, a
module, a program, a routine, a set of instructions and/or a
process for performing one or more functions.

The non-transitory computer-readable storage medium
may include magnetic media such as a hard disk, a floppy
disk, and a magnetic tape, optical media such as a CD-ROM
and a DVD, magneto-optical media such as a floptical disk,
and hardware devices specially configured to store and
perform a program instruction (for example, programming
module), such as a ROM, a RAM, a flash memory and the
like. In addition, the program instructions may include high
class language codes, which can be executed in a computer
by using an interpreter, as well as machine codes made by
a compiler. The aforementioned hardware device may be
configured to operate as one or more software modules in
order to perform the operation of various embodiments of
the present disclosure, and vice versa.

A programming module according to the present disclo-
sure may include at least one of the described component
elements, a few of the component elements may be omitted,
or additional component elements may be included. Opera-
tions executed by a module, a programming module, or
other component elements according to various embodi-
ments of the present disclosure may be executed sequen-
tially, in parallel, repeatedly, or in a heuristic manner.
Further, some operations may be executed according to
another order or may be omitted, or other operations may be
added.

While the present disclosure has been shown and
described with reference to various embodiments thereof, it
will be understood by those skilled in the art that various
changes in form and details may be made therein without
departing from the spirit and scope of the present disclosure
as defined by the appended claims and their equivalents.

What is claimed is:
1. An electronic apparatus comprising:
a communication unit configured to transmit an altered
apparatus Identification (ID); and
a controller configured to:
detect a user’s action in a pairing mode of the electronic
apparatus,
determine additional information according to the
user’s action, and
transmit the altered apparatus ID including an appara-
tus ID of the electronic apparatus and the additional
information to another electronic apparatus that can
be paired with the electronic apparatus,
wherein the additional information corresponds to a
display method of the apparatus ID on the other
device.
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2. The electronic apparatus of claim 1, further comprising
a sensor configured to detect a shaking of the electronic
apparatus,

wherein the controller is further configured to detect the
user’s action including at least one of a duration of the
shaking of the electronic apparatus, a number of times
of the shaking of the electronic apparatus, and an
intensity of the shaking of the electronic apparatus.

3. The electronic apparatus of claim 1, further comprising
a microphone configured to output a signal according to a
tapping on the microphone,

wherein the controller is further configured to detect at
least one of a number of times of the tapping on the
microphone and an intensity of the tapping on the
microphone according to the user’s action correspond-
ing to the tapping on the microphone.

4. The electronic apparatus of claim 1, further comprising

one of a button and a key,
wherein the controller is further configured to detect one
of (i) a duration of a pressing of the one of the button
and the key and (ii) a number of times of the pressing
of the one of the button and the key according to the
user’s action corresponding to the pressing of the one
of the button and the key.
5. An electronic apparatus comprising:
a communication unit configured to receive an altered
apparatus Identification (ID) including an apparatus ID
and additional information from another electronic
apparatus that can be paired with the electronic appa-
ratus;
a controller configured to:
determine a display method corresponding to the addi-
tional information included in the received altered
apparatus ID in a pairing mode,

make the additional information included in the altered
apparatus ID hidden, and

display the apparatus ID according to the determined
display method; and

a display unit configured to display the apparatus 1D
according to the determined display method.

6. The electronic apparatus of claim 5, wherein the
additional information corresponds to at least one of a
duration of a shaking of the other electronic apparatus, a
number of times of the shaking of the other electronic
apparatus, and an intensity of the shaking of the other
electronic apparatus.

7. The electronic apparatus of claim 5, wherein the
additional information corresponds to at least one of a
number of times of tapping on a microphone of the other
electronic apparatus and an intensity of the tapping on the
microphone of the other electronic apparatus.

8. The electronic apparatus of claim 5, wherein the
additional information corresponds to one of (i) a duration of
apressing of one of a button and a key of the other electronic
apparatus and (ii) a number of times of the pressing of the
one of the button and the key of the other electronic
apparatus.

9. The electronic apparatus of claim 5, wherein the display
method is one of a highlighting display method, a size
enlarging display method, and a shaking display method.

10. A method of pairing an electronic apparatus and
another electronic apparatus, the method comprising:

detecting, by the electronic apparatus, a user’s action in a
pairing mode of the electronic apparatus;

determining additional information according to the
user’s action;
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creating an altered apparatus Identification (ID) that
includes the additional information and an apparatus ID
of the electronic apparatus; and

transmitting the altered apparatus ID to the other elec-

tronic apparatus,

wherein the additional information corresponds to a dis-

play method of the apparatus ID on the other device.

11. The method of claim 10, wherein the detecting of the
user’s action comprises detecting at least one of a duration
of a shaking of the electronic apparatus, a number of times
of the shaking of the electronic apparatus, and an intensity
of the shaking of the electronic apparatus.

12. The method of claim 10, wherein the detecting of the
user’s action comprises detecting at least one of a number of
times of a tapping on a microphone of the electronic
apparatus and an intensity of the tapping on the microphone
of the electronic apparatus.

13. The method of claim 10, wherein the detecting of the
user’s action comprises detecting at least one of (i) a
duration of a pressing of one of a button and a key of the
electronic apparatus and (ii) a number of times of the
pressing of the one of the button and the key of the electronic
apparatus.

14. A method of pairing an electronic apparatus and
another electronic apparatus, the method comprising:

receiving an altered apparatus Identification (ID) that

includes an apparatus 1D and additional information
from the other electronic apparatus;

determining a display method corresponding to the addi-

tional information included in the altered apparatus ID;
making the additional information included in the altered
apparatus ID hidden; and

displaying the apparatus 1D according to the determined

display method.
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15. The method of claim 14, wherein the additional
information corresponds to at least one of a duration of a
shaking of the other electronic apparatus, a number of times
of the shaking of the other electronic apparatus, and an
intensity of the shaking of the other electronic apparatus.

16. The method of claim 15,

wherein the display method is a highlighting display

method, and

wherein, while displaying the apparatus 1D, an intensity

of highlighting performed by the highlighting display
method increases as one of the duration of the shaking
increases, the number of times of the shaking increases,
and the intensity of the shaking increases.

17. The method of claim 14, wherein the additional
information corresponds to at least one of a number of times
of a tapping on a microphone of the other electronic appa-
ratus and an intensity of the tapping on the microphone of
the other electronic apparatus.

18. The method of claim 17,

wherein the display method is a size enlarging display

method, and

wherein, while displaying the apparatus 1D, a size of the

displayed apparatus ID increases according to the size
enlarging display method as one of the duration of the
shaking increases, the number of times of the shaking
increases, and the intensity of the shaking increases.

19. The method of claim 14, wherein the additional
information corresponds to one of (i) a duration of a pressing
of'one of a button and a key of the other electronic apparatus
and (i) a number of times of the pressing of the one of the
button and the key of the other electronic apparatus.

20. The method of claim 14, wherein the display method
is one of a highlighting display method, a size enlarging
display method, and a shaking display method.
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